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Laser tape measure

m, ft, in

0.05-40m

±2mm

0.5mm

0℃...+40℃

-20℃...+65℃

90%

2Ⅱ，＜1mW

620-690nm

＞5000

0.25s

About 85g

115X47X24mm

IP54

2X1.5V(AAA)

Setting the unit of measure

Measuring range(typical)

Measuring accuracy(typical)

Lowest indication unit

Operating temperature

Storage temperature

Relative air humidity,max

Laser class

Laser type

Measurement per battery set

Single measurement time

Weight(without battery)

Dimensions

Waterproof level

Batteries

0.2-40m

±2mm

m, in, ft

Class II

650nm,<1mW

20

Super Soft-Touch(Long life)

0°cto40°c(32°Fto104°F)

-10°cto60°c(14°Fto140°F)

AAA 2 X 1.5V

After 30 seconds

After 180 seconds

85X82X56mm

0-5m

Red Beams

Laser measurerange

Measuring accuracy

Measuring units

Laser Class

Laser Type

History measurement records

Keyboard Type

Operating Temperature

Storage Temperature

BatteriesType

Auto laser switch-off

Auto instrumentswitch -off

Dimension

Tape range

Cross line laser

88001

88002

1

Green Beams

520nm

ClassⅡ

±3mm/7m

±3mm/7m

20m

Approximately>8 Hours

IP54

-20℃-50℃

-20℃-70℃

3*1.5V AAA or 

5000mAh lithium battery

Cross Line Laser

Laser Wavelength

Laser Class 

Leveling Accuracy

Horizontal/Vertical Accuracy

Working Distance(Line)

Operating Time

IP Rating

Operat on Temperature Range

Storage Temperature Range

Power source

Red Beams

635nm

ClassⅡ

±3mm/5m

±3mm/5m

20m

Approximately>8 Hours

IP54

-20℃-50℃

-20℃-70℃

3*1.5V AAA

Cross Line Laser

Laser Wavelength

Laser Class 

Leveling Accuracy

Horizontal/Vertical Accuracy

Working Distance(Line)

Operating Time

IP Rating

Operat on Temperature Range

Storage Temperature Range

Power source

88201

88202
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SPIRIT LEVEL

HONESTY IS THE BEST QUALITY
诚实才是最好的品质！
SIX CHARACTERISTICS

◆ The aluminum alloy ruler body is durable and the surface of the ruler body is epoxy-sprayed.
◆ Strong magnetic design at the bottom, can absorb metal surface.
◆ ABS anti-fall cover at both ends to effectively prevent damage.
◆ High-precision high-definition blisters, accurate and clear.
◆ Horizontal, 90°, 45° can measure a variety of angles.
◆ Hanging holes at both ends make storage easier.

◆ 铝合金尺身，坚固耐用，尺体表面环氧喷塑处理。
◆ 底部强磁设计，可吸附金属面。
◆ 两端ABS防摔盖，有效防止受损。
◆ 高精度高清水泡，准确清晰明了。
◆ 水平、90°、45°可测量多种角度。
◆ 两端挂孔，收纳更方便。

HD Six lines blisters 

Anti-fall gum cover

Deep steel shading

ENJOY THE CHARM OF THE SPIRIT LEVEL

www.rongprotools.com

2.2mm

1.5mm

65
m

m

26.2mm
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99101A

99101B

99102A

99102B

MODEL

ACCURACY

VIALTYPE

FEATURES

LENGTH

40CM

60CM

80CM

100CM

120CM

180CM

99101A

0.5mm/m

180°+90°(2)

-

Art.No

99101A-40

99101A-60

99101A-80

99101A-100

99101A-120

99101A-180

99101B

0.5mm/m

180°+90°+45°

-

Art.No

99101B-40

99101B-60

99101B-80

99101B-100

99101B-120

99101B-180

99102A

0.5mm/m

180°+90°(2)

-

Art.No

99102A-40

99102A-60

99102A-80

99102A-100

99102A-120

99102A-180

99102B

0.5mm/m

180°+90°+45°

-

Art.No

99102B-40

99102B-60

99102B-80

99102B-100

99102B-120

99102B-180

99102AM

0.5mm/m

180°+90°(2)

Magnet

Art.No

99102AM-40

99102AM-60

99102AM-80

99102AM-100

99102AM-120

99102AM-180

99102BM

0.5mm/m

180°+90°+45°

Magnet

Art.No

99102BM-40

99102BM-60

99102BM-80

99102BM-100

99102BM-120

99102BM-180

99101BM

0.5mm/m

180°+90°+45°

Magnet

Art.No

99101BM-40

99101BM-60

99101BM-80

99101BM-100

99101BM-120

99101BM-180

99101AM

0.5mm/m

180°+90°(2)

Magnet

Art.No

99101AM-40

99101AM-60

99101AM-80

99101AM-100

99101AM-120

99101AM-180
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◆ Ultra-hard aluminum ruler-stable and reliable.
◆ 90° can overlook the blisters-easy to observe the level.
◆ High-precision high-definition blisters, accurate and clear.
◆ Shock absorption and anti-fall end cover-protect the ruler from impact.
◆ High precision-standard measurement accuracy ±0.5mm/m, flip
    measurement accuracy ±1.0mm/m.

◆ 超硬铝制尺身-稳固、牢靠。
◆ 90°可俯视水泡-便于观察水平度。
◆ 高精度高清水泡,准确清晰明了。
◆ 减震防摔端盖-保护尺身免受冲击。
◆ 高精度-标准测量精度±0.5mm/m,翻转测量精度±1.0mm/m。

1.5mm

1.5mm 48
m

m

22mm
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99103A

99103B

99103C

99104A

99104B 99104C

99103AM

0.5mm/m

180°+90°

Magnet

Art.NO

99103AM-40

99103AM-60

99103AM-80

99103AM-100

99103AM-120

99103AM-180

99103A

0.5mm/m

180°+90°

-

Art.NO

99103A-40

99103A-60

99103A-80

99103A-100

99103A-120

99103A-180

99103B

0.5mm/m

180°+90°(2)

-

Art.NO

99103B-40

99103B-60

99103B-80

99103B-100

99103B-120

99103B-180

99103BM

0.5mm/m

180°+90°(2)

Magnet

Art.NO

99103BM-40

99103BM-60

99103BM-80

99103BM-100

99103BM-120

99103BM-180

99103C

0.5mm/m

180°+90°+45°

-

Art.NO

99103C-40

99103C-60

99103C-80

99103C-100

99103C-120

99103C-180

99103CM

0.5mm/m

180°+90°+45°

Magnet

Art.NO

99103CM-40

99103CM-60

99103CM-80

99103CM-100

99103CM-120

99103CM-180

99104A

0.5mm/m

180°+90°

-

Art.NO

99104A-40

99104A-60

99104A-80

99104A-100

99104A-120

99104A-180

99104AM

0.5mm/m

180°+90°

Magnet

Art.NO

99104AM-40

99104AM-60

99104AM-80

99104AM-100

99104AM-120

99104AM-180

MODEL

ACCURACY

VIAL TYPE

FEATURAS

LENGTH

40CM

60CM

80CM

100CM

120CM

180CM
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99105A

99105B

99105C

99105AM

0.5mm/m

180°+90°

Magnet

Art.NO

99105AM-40

99105AM-60

99105AM-80

99105AM-100

99105AM-120

99105AM-180

99105A

0.5mm/m

180°+90°

-

Art.NO

99105A-40

99105A-60

99105A-80

99105A-100

99105A-120

99105A-180

99105B

0.5mm/m

180°+90°(2)

-

Art.NO

99105B-40

99105B-60

99105B-80

99105B-100

99105B-120

99105B-180

99105BM

0.5mm/m

180°+90°(2)

Magnet

Art.NO

99105BM-40

99105BM-60

99105BM-80

99105BM-100

99105BM-120

99105BM-180

99105C

0.5mm/m

180°+90°+45°

-

Art.NO

99105C-40

99105C-60

99105C-80

99105C-100

99105C-120

99105C-180

99105CM

0.5mm/m

180°+90°+45°

Magnet

Art.NO

99105CM-40

99105CM-60

99105CM-80

99105CM-100

99105CM-120

99105CM-180

MODEL

ACCURACY

VIAL TYPE

FEATURAS

LENGTH

40CM

60CM

80CM

100CM

120CM

180CM
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1.5mm

1.5mm

48m
m

22mm

Available in white

Deep steel shading
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98101A

98101B

98101C

98102A

98101AM

0.7mm/m

180°+90°

Magnet

Art.NO

98101AM-40

98101AM-60

98101AM-80

98101AM-100

98101AM-120

98101AM-180

98101A

0.7mm/m

180°+90°

-

Art.NO

98101A-40

98101A-60

98101A-80

98101A-100

98101A-120

98101A-180

98101B

0.7mm/m

180°+90°(2)

-

Art.NO

98101B-40

98101B-60

98101B-80

98101B-100

98101B-120

98101B-180

98101BM

0.7mm/m

180°+90°(2)

Magnet

Art.NO

98101BM-40

98101BM-60

98101BM-80

98101BM-100

98101BM-120

98101BM-180

98101C

0.7mm/m

180°+90°+45°

-

Art.NO

98101C-40

98101C-60

98101C-80

98101C-100

98101C-120

98101C-180

981021CM

0.7mm/m

180°+90°+45°

Magnet

Art.NO

98101CM-40

98101CM-60

98101CM-80

98101CM-100

98101CM-120

98101CM-180

98102A

0.7mm/m

180°+90°

-

Art.NO

98102A-40

98102A-60

98102A-80

98102A-100

98102A-120

98102A-180

98102AM

0.7mm/m

180°+90°

Magnet

Art.NO

98102AM-40

98102AM-60

98102AM-80

98102AM-100

98102AM-120

98102AM-180

MODEL

ACCURACY

VIAL TYPE

FEATURAS

LENGTH

40CM

60CM

80CM

100CM

120CM

180CM

1.0mm

1.0mm

48m
m

22mm
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99102B 99102C

98103A

98103B

98103C

98105A

1.0mm

1.0mm

48m
m

22mm

99105B 99105C

98103AM

0.75mm/m

180°+90°

Magnet

Art.NO

98103AM-40

98103AM-60

98103AM-80

98103AM-100

98103AM-120

98103AM-180

98103A

0.75mm/m

180°+90°

-

Art.NO

98103A-40

98103A-60

98103A-80

98103A-100

98103A-120

98103A-180

98103B

0.75mm/m

180°+90°(2)

-

Art.NO

98103B-40

98103B-60

98103B-80

98103B-100

98103B-120

98103B-180

98103BM

0.75mm/m

180°+90°(2)

Magnet

Art.NO

98103BM-40

98103BM-60

98103BM-80

98103BM-100

98103BM-120

98103BM-180

98103C

0.75mm/m

180°+90°+45°

-

Art.NO

98103C-40

98103C-60

98103C-80

98103C-100

98103C-120

98103C-180

98103CM

0.75mm/m

180°+90°+45°

Magnet

Art.NO

98103CM-40

98103CM-60

98103CM-80

98103CM-100

98103CM-120

98103CM-180

98105A

0.75mm/m

180°+90°

-

Art.NO

98105A-40

98105A-60

98105A-80

98105A-100

98105A-120

98105A-180

98105AM

0.75mm/m

180°+90°

Magnet

Art.NO

98105AM-40

98105AM-60

98105AM-80

98105AM-100

98105AM-120

98105AM-180

MODEL

ACCURACY

VIAL TYPE

FEATURAS

LENGTH

40CM

60CM

80CM

100CM

120CM

180CM
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97101

97102

97101M

0.6mm/m

180°+90°+45°

Magnet

Art.NO

97101M-60

97101M-80

97101M-100

97101M-120

97101M-180

97101

0.6mm/m

180°+90°+45°

-

Art.NO

97101-60

97101-80

97101-100

97101-120

97101-180

MODEL

ACCURACY

VIAL TYPE

FEATURAS

LENGTH

60CM

80CM

100CM

120CM

180CM

97102

0.6mm/m

180°+90°+45°

-

Art.NO

97102-60

97102-80

97102-100

97102-120

97102-180

MODEL

ACCURACY

VIAL TYPE

FEATURAS

LENGTH

60CM

80CM

100CM

120CM

180CM

22mm

48m
m

23mm

55m
m1.4mm

12
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93201A

93201B

◆ Strong magnetic design at the bottom, can absorb metal surface.
◆ ABS anti-fall cover at both ends to effectively prevent damage.
◆ High-precision high-definition blisters, accurate and clear.
◆ Horizontal, 90°, 45° can measure a variety of angles.
◆ Hanging holes at both ends make storage easier.

◆ 底部强磁设计，可吸附金属面。
◆ 两端ABS防摔盖，有效防止受损。
◆ 高精度高清水泡，准确清晰明了。
◆ 水平、90°、45°可测量多种角度。
◆ 两端挂孔，收纳更方便。

932041AM

1.0mm/m

180°+90°+45°

Magnet

Art.NO

93201AM

93201A

1.0mm/m

180°+90°+45°

-

Art.NO

93201A

93201B

1.0mm/m

180°+90°+45°

-

Art.NO

93201B

93201BM

1.0mm/m

180°+90°+45°

Magnet

Art.NO

93201BM

MODEL

ACCURACY

VIAL TYPE

FEATURAS

LENGTH

23CM

MINI LEVEL
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93202M

1.0mm/m

180°+90°+45°

Magnet

Art.NO

93202M

93202

1.0mm/m

180°+90°+45°

-

Art.NO

93202

MODEL

ACCURACY

VIAL TYPE

FEATURAS

LENGTH

23CM

93203M

1.0mm/m

180°+90°+45°

Magnet

Art.NO

93203M

93203

1.0mm/m

180°+90°+45°

-

Art.NO

93203

MODEL

ACCURACY

VIAL TYPE

FEATURAS

LENGTH

23CM

93202

93203
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93204M

1.0mm/m

180°+90°+45°

Magnet

Art.NO

93204M

93204

1.0mm/m

180°+90°+45°

-

Art.NO

93204

MODEL

ACCURACY

VIAL TYPE

FEATURAS

LENGTH

23CM

93205M

1mm/m

180°+90°+45°

Magnet

Art.NO

93205M

93205

1mm/m

180°+90°+45°

-

Art.NO

93205

MODEL

ACCURACY

VIAL TYPE

FEATURAS

LENGTH

23CM

93204

93205
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93206

93206M

0.5mm/m

180°+90°

Magnet

Art.NO

93206M

93206

0.5mm/m

180°+90°

-

Art.NO

93206

MODEL

ACCURACY

VIAL TYPE

FEATURAS

LENGTH

-

93207

93207M

0.5mm/m

180°(2)+90°

Magnet

Art.NO

93207M

93207

0.5mm/m

180°(2)+90°

-

Art.NO

93207

MODEL

ACCURACY

VIAL TYPE

FEATURAS

LENGTH

-
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93208M

1mm/m

180°+90°+45°

Magnet

Art.NO

93208M

93208

1mm/m

180°+90°+45°

-

Art.NO

93208

MODEL

ACCURACY

VIAL TYPE

FEATURAS

LENGTH

23CM

93209M

1mm/m

180°+90°+45°

Magnet

Art.NO

93209M

93209

1mm/m

180°+90°+45°

-

Art.NO

93209

MODEL

ACCURACY

VIAL TYPE

FEATURAS

LENGTH

15.2CM

93208

93209
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93301A 93301B

93302A 93302B

93301B

1.0mm/m

180°+90°

Magnet

Art.NO

93301B

93302A

1.0mm/m

180°+90°

Magnet

Art.NO

93302A

93302B

1.0mm/m

180°+90°

Magnet

Art.NO

93302B

93301A

1.0mm/m

180°+90°

Magnet

Art.NO

93301A

MODEL

ACCURACY

VIAL TYPE

FEATURAS

LENGTH

-

(3 inch)

(4 inch)
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88102

0.7mm/m

180°+90°

-

Art.NO

-

88102

88101

0.7mm/m

180°+90°

-

Art.NO

88101

-

MODEL

ACCURACY

VIAL TYPE

FEATURAS

LENGTH

50CM

100CM

88101

88102
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86103

86105

86103

0.5mm/m

30°+45+60°+75°+90°

Can rotate

Art.NO

86103-60

86103-120

MODEL

ACCURACY

ANGLE

FEATURAS

LENGTH

60CM

120CM

86105

0.5mm/m

-

-

Art.NO

86105-60

86105-120

MODEL

ACCURACY

ANGLE

FEATURAS

LENGTH

60CM

120CM

30°

90°
60°
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89201W

class Ⅰ

steel

Horizontal bubble

Art.NO

89201W-15

89201W-25

89201W-30

89201W-35

89201W-50

89201

class Ⅰ

steel

-

Art.NO

89201-15

89201-25

89201-30

89201-35

89201-50

MODEL

ACCURACY

MATERIAL

FEATURAS

LENGTH

15CM

25CM

30CM

35CM

50CM

89202W

class Ⅰ

steel

Horizontal bubble

Art.NO

89202W-15

89202W-25

89202W-30

89202W-35

89202W-50

89202

class Ⅰ

steel

-

Art.NO

89202-15

89202-25

89202-30

89202-35

89202-50

MODEL

ACCURACY

MATERIAL

FEATURAS

LENGTH

15CM

25CM

30CM

35CM

50CM

89201

89202
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89203

89205

0.02mm/m

90°

Horizontal bubble

Art.NO

89205

MODEL

ACCURACY

ANGLE

FEATURAS

LENGTH

30CM

89203

0.02mm/m

90°

Horizontal bubble

Art.NO

89203

MODEL

ACCURACY

VIAL TYPE

FEATURAS

LENGTH

15CM

89205
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89206

steel

-

Art.NO

89206-30

89206-60

MODEL

MATERIAL

FEATURAS

LENGTH

30CM

60CM

89207

steel

-

Art.NO

89207

MODEL

MATERIAL

FEATURAS

LENGTH

25CM

89208

steel

-

Art.NO

89208-16

89208-26

MODEL

MATERIAL

FEATURAS

LENGTH

16CM

26CM

89206

89207

89208
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23

89301

89302

89301

0.02mm/m

steel

-

Art.NO

89301-30

89301-60

89301-100

MODEL

ACCURACY

MATERIAL

FEATURAS

LENGTH

30CM

60CM

100CM

89302

0.02mm/m

steel

-

Art.NO

89302-60

89302-90

89302-120

MODEL

ACCURACY

MATERIAL

FEATURAS

LENGTH

60CM

90CM

120CM

89303

0.02mm/m

steel

-

Art.NO

89303-20

89303-24

89303-40

MODEL

ACCURACY

MATERIAL

FEATURAS

LENGTH

20IN

24IN

40IN

89303

28
m

m

2mm

28
m

m

2mm

28
m

m

1mm

24


